
UZIN RR 185
Uncoupling Sheet Moisture Mitigation Membrane

Description:
UZIN RR 185 loose laid sheet membrane is the ideal choice for fast, easy 
installation of various fi nish fl oor coverings. Unlike traditional liquid 
applied membranes, UZIN RR 185 does not require a mechanical concrete 
profi le prior to its installation. With 100 % RH resistance, it can receive 
fl oor coverings in a greatly reduced time to that of wet applied mitigation 
products. This uncoupling sheet can be applied over contaminated 
and mixed substrates, making it perfect for both refurbishment and 
preservation projects. Existing substrates / coverings can easily be overlaid
with new fl oor fi nishes, their subsequent replacement requiring mimimal 
effort or disruption. For interior and exterior use.

Suitable for /on:
3  All adequately sound and level surfaces

3  New VCT, LVT & LVP, PVC sheet, carpet tile, broadloom carpet and 
most fl oating fl oor systems.  

3  Ceramic tile & natural stone installations 
(when installed using UZIN TR 400 thinset mortar)

3  Use with the UZIN BalkuSlim System

3  Use over old and new surface fi nishes such as PVC and cushioned 
vinyl, linoleum, parquet, stone and ceramic fl ooring with grout lines 
not to exceed 5/32 inch (4 mm), coatings, etc.

3  Surfaces unfi t for direct installation (e. g. oil contamination) where 
damaging interaction between subfl oor and covering must be avoided

3  Use over subfl oors that need to be reinstated at a later date, 
eliminating damage to overlaid coverings

3  Domestic and commercial locations

3  Conjunction with appropriate fl oor coverings, for areas exposed 
to caster wheel traffi c

Product Properties:
UZIN RR 185 is a loose laid sheet membrane that provides signifi cant cost 
savings through its ease of application and those of subsequent fi nish 
fl oor coverings. This uncoupling sheet is perfect for refurbishment and 
preservation projects, allowing the overlay of existing coverings without 
causing damage should these fl oors need to be reinstated. UZIN RR 185 
comprises a topside glass fi ber fl eece with latex foam studs to its reverse. 
This unique design allows the suppression of extreme moisture vapor 
migration up to 100 % RH (based on ASTM F2170).

Features
•  Multiple applications
•  100 % RH resistance
•  No requirement to profi le 

concrete subfl oors
•  Ideal for renovation projects

•  Perfect for preservation 
projects

•  Resistant to contaminants
•  Easy to cut and position
•  Minimal thickness

•  Provides fl at and 
level surface

•  Easy to remove

•  No tape required at seams

Benefi ts
•  Accepts various fl oor fi nishes
• Peace of mind installation
•  Floating product, unlike wet 

applied mitigation
•  Existing fl oor coverings can easily 

be covered
•  Covered fl oors can be reinstated

damage free
•  Costly demolition can be avoided
•  Reduced install time allows cost savings
•  Surrounding fl oor transitions 

can easily be met 
•  Ideal for use with UZIN KE 2000 S 

adhesive
•  Flooring replacement can be made 

same day
•  Reduced possibility of seams 

telegraphing

Technical Data:
Packaging:   sheet in rolls
Width: 6.56 ft (2.0 m)
Length: 82 ft (25 m)
Coverage: 538,20 ft² (50 m²)
Roll weight: approx. 137,8 lb (62,5 kg)
Weight: approx. 0,26 lb/ft² (1,25 kg/m²)
Minimum basic weight:  11,61 KG x 9,29 m², 27,8 lb x 100 ft²
Thickness: approx. 1/16" (1.5 mm)
Color: grey
Tensile strength (DIN 53 504): 29000 psi (200 N/mm²)
Elongation at break (DIN 53504): 5 %
Maximum point loading: 436 psi (3 N/mm²)
Flammability Rating: ISI 11925-2 Class B
Mold and Fungal Resistance 
ASTM D 3273:* no growth

*  At 70 °F (21 °C) and 65 % relative humidity.

Flexible Loose Laid Membrane
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UZIN BalkuSlim®

Sistema desacoplable de capa delgada para el montaje de loseta y piedra en balcones y patios

Descripción:
UZIN BalkuSlim® es un sistema de montaje de bajo perfil que 
incluye membrana desacoplable de colocación libre UZIN RR 185 y 
mortero de capa delgada a base de resina UZIN TR 400. Es una solución 
industrial para montajes de loseta y piedra delgadas sobre cubiertas y 
otras aplicaciones exteriores e interiores desafiantes. UZIN RR 185 (ver 
la hoja de datos para más detalles) posee “minipedestales” que permiten 
la suspensión y el aislamiento de loseta o piedra del sustrato, así como 
el paso de la humedad proveniente de la parte inferior del montaje. 
UZIN TR 400 es un mortero de uretano de alta viscosidad resistente al 
corrimiento a base de resina utilizado para el montaje de loseta y piedra 
en aplicaciones exteriores y en interiores desafiantes. Los sustratos 
deben ser resistentes a la presión, dimensionalmente estables, planos 
y, si fuera necesario para el drenaje, tener una pendiente del 2 %. Los 
sustratos deben cumplir además con los criterios de flexión y capacidad 
de carga requeridos para un conjunto de losetas y no ser propensos al 
deterioro, la pudrición o la degradación por congelación/descongelación 
debajo del conjunto de losetas.

Instrucciones de montaje

Sistema UZIN BalkuSlim®:

BalkuSlim® se recomienda:
u	Sobre concreto, mampostería, capas de mortero cementicio y 

recubrimientos de nivelación

u	Sobre todos los tipos de madera contrachapada, OSB y placas de 
base de conformidad con la industria de losetas

u	Sobre estructuras con bastidor de madera construidas para 
aceptar carga de losetas

u	Sobre los productos para la preparación de superficies UZIN, 
si aplica

u	Sobre membranas para techos, membranas para loseta y piedra, 
revestimientos bien adheridos, fibra de vidrio y acero

u	Sobre sustratos húmedos o fríos que no admiten una adhesión 
directa

u	Sobre sustratos agrietados

u	Sobre concreto recién vertido en etapas tempranas de curado

u	Para aplicaciones exteriores e interiores

Adecuado para loseta 
o piedra

UZIN XtraColor

UZIN TR 400

UZIN BST 150

UZIN RR 185

Mínima inclinación del 
subsuelo, 2 %



Substrate Preparation:
Substrates must be load-bearing, fl at and structurally sound. Vacuum 
or sweep away all dust and debris. All substrates must be fl at with a 
maximum variance of 1/4" in 10' (6 mm in 3 m) from the required plane 
per TCNA or TTMAC guidelines or as recommended by the tile or stone 
manufacturer (default to the most stringent requirement). Should pre-
leveling or subfl oor repair be required, use one of the materials listed 
below, as appropriate. Observe the instructions and dry times in the 
relevant UZIN product data sheets. 

Select a suitable primer and leveling compound from the UZIN Product 
Guide according to substrate surface type and condition or seek technical 
assistance. 

It is always recommended to test for moisture content of the existing 
substrate to ensure that it meets the fl oor covering manufacturer’s 
requirements. Refer to the Product Data Sheets for other products used.

Application:
1. Installing the UZIN RR 185: Prior to installation, allow UZIN RR 185

underlayment and fi nished surface covering to acclimate in the 
intended install area for 24 – 48 hours. Perform necessary layout of 
the underlayment and fi nished surface covering. Lay out the UZIN RR 
185 parallel with the proposed direction of the new covering but with 
joints off-set a minimum of 2”(50 cm). Existing coverings must be fully 
secured and free from maintenance materials. Limit butt-joints as 
necessary. When cutting UZIN RR 185, always use a hook blade.

2.  When trimming UZIN RR 185 be sure not to cut through or damage 
material below. Leave a gap of at least 1/8" (3 mm) against all fi xtures 
and walls including cabinets, door jambs and transitions to other 
fl oor coverings. At junctions between multiple rooms and hallways a 
suitable transition trim must be installed to separate the underlay to 
allow movement on both sides of the area.

3.  Factory salvage edges may be positioned together neatly without 
compression or gaps. Seams requiring trimming can be overlapped 1"- 
2" (25 – 50mm) and double cut using a straight edge. The use of tape 
on the seams of UZIN RR 185 is not required for full spread adhesive 
installations. When installing fl oating fl oor coverings (e.g. laminate 
plank or similar) over UZIN RR 185, suitable single sided adhesive tape 
must be applied over seams. Double cutting of all factory edge seams 
and butt-joints when installing thin or light sensitive fl oor coverings 
will improve but not eliminate the possible telegraphing of the seams 
of UZIN RR 185 through the fl oor covering after installation.

4. The installation of top fl oor covering can be started. During installation 
of fl oor covering be careful not to damage UZIN RR 185 (e.g. when 
cutting seams). Any stresses in the surface covering should be 
neutralized by back-rolling. This should include back rolling along 
material length edges to neutralize the potential for material lifting.
Lay out the top covering. When installing fi nished fl oor covering a gap 
of at least 1/8" (3 mm) must be maintained against all fi xtures and 
walls including other fl oor covering transitions.

5. Bonding the surface covering: UZIN RR 185 underlayment is non-
absorbent, therefore, the correct adhesive selection is important. 
The recommended system product for use with UZIN RR 185 is UZIN 
KE 2000 S universal fl ooring adhesive. UZIN KE 2000 S can be used to 
install the majority of fi nish fl oor coverings currently available. When 
using different manufacturers plasticizer resistant adhesives for use 
over nonporous substrates other than UZIN KE 2000 S, their suitability 
must be confi rmed in advance by the manufacturer prior to use. UZIN 
RR 185 is a fl oating system it is important when applying adhesive 
not to attach UZIN RR 185 to walls, subfl oor and fi xtures. Installation 
of the new fl oor covering onto the underlay is carried out according 
to normal trade practice for “fl oor covering work”. Uniformly apply 
UZIN KE 2000 S acrylic adhesive with recommended trowel size. Allow 
adhesive to set 24 – 72 hours before placing into service. 

UZIN RR 185

  For detailed information regarding the installation of UZIN RR 185 and 
the application of UZIN KE 2000 S refer to the detailed installation 
instructions which are available to view online at: www.uzin.us.

Important Notes:
3  Store rolls upright and protect sides from impact damage. Avoid materials 

exposure to heat, harsh chemicals or moisture, prior to installation. Improper 
storage, handling and acclimatization of underlayment, may lead to visual 
surface irregularities being apparent in fi nished works. Always check for receipt 
of good condition UZIN RR 185 rolls, prior to their installation.

3  Optimum working conditions are 18 – 25 °C / 64 – 77 °F, fl oor temperature above 
15 °C / 59 °F, relative humidity below 75 %. Low temperatures and high humidity 
lengthen, high temperatures and low humidity shorten the fl ash, working and 
drying times of the adhesive used.

3  On wooden fl oors, and substrates with high residual humidity, ensure adequate 
ventilation at the junction with walls. When installing UZIN RR 185 over 
concrete and wood substrates with high residual humidity, it is imperative that 
the 1/8” gap not only be maintained but remain properly ventilated. This 1/8” 
gap must be left free of obstruction (e.g. install vented base moulding).

3  Do not mechanically fasten wood fl ooring through UZIN RR 185 underlay.  
Regarding fl oating fl ooring systems, carefully follow all fl ooring manufacturer’s 
recommendations for the installation.

3  UZIN RR 185 is not designed for heavy rolling loads eg. fork lifts, pallet jacks, 
hospital beds etc. Damage caused to installed fi nish fl oor coverings by 
high / spiked heels, improper protectors, castors, furniture rests etc. are not 
the responsibility of UZIN (a brand of Uzin Utz North America, Inc.). Finish 
fl oor coverings warranty responsibilites rest with either the fl oor covering 
manufacturer or surface goods protector manufacturer.

3  The installation of UZIN RR 185 does not warranty against moisture issues 
related to hydrostatic pressure, fl ooding, spills of liquids on the UZIN RR 185 
(or overlying fl ooring product), or other conditions that may cause moisture to 
be above.

3  UZIN (a brand of Uzin Utz North America, Inc.) does not warranty against fi re, 
fl ood or any suggested similiarly related ‘act of God’ circumstances that may 
cause movement of the subfl oor / substrate, fl oor, or relate to structural defects 
of the building, and / or, premises.

3  DO NOT install broadloom carpeting requiring a crab strecher, nailing or heavy 
knee kicking to align seams.

3  The dimensional stability of fl ooring products installed over RR 185 is not the 
responsibility of UZIN. At junctions between multiple rooms and hallways, 
a suitable transition trim must be installed to separate the underlay to allow 
movement on both sides of the area.

3  Linoleum sheet, tile and composition linoleum products (with bonded underlay) 
cannot be installed on UZIN RR 185.

3  For future fl ooring renovations, UZIN RR 185 must be removed with attached 
fl oor covering and cannot be reused.

3  Depending on installation area lighting, telegraphing of UZIN RR 185 seams may 
be visible.

3  Heavy duty fl oor rollers can be used in conjunction with the installation 
of applicable fl oor coverings over UZIN RR 185. Floor roller weight must not 
exceed 100 lb.

3  Not suitable for use on underfl oor heating systems.

3  Not suitable for use over textile fl oor coverings or similar soft surfaces (e.g. 
carpet pad).

3  UZIN RR 185 is not suitable for receiving rubber sheet or rubber tile fl oor 
coverings.

Protection of the Workplace and the Environment:
No special measures are required. Refer to the notes on protection of the workplace 
and the environment in the UZIN Product Data Sheets for other installation 
materials used.

Disposal:
All product off-cuts can be treated as normal construction waste.
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UZIN BalkuSlim®

El mortero de capa delgada a base de resina UZIN TR 400 es el mortero 
de montaje recomendado para loseta o piedra. Antes de la aplicación 
de UZIN TR 400, asegúrese de que la superficie esté limpia y sin 
residuos. Se recomienda el uso de UZIN CLEAN BOX. UZIN TR 400 es 
el único mortero recomendado para unir loseta o piedra a UZIN 185. 
El incumplimiento de esta recomendación puede ocasionar fallas en 
el piso y anular la garantía del fabricante. NOTA: monte las juntas de 
control de acuerdo con TCNA EJ171 o TTMAC 301MJ usando solo una 
varilla de respaldo y calafateo. 

5 6 Use lechada UZIN XtraColor o epoxi para exteriores o lechada a base de 
poliuretano para terminar el montaje de loseta o piedra. 

Monte todos los cubrejuntas para proteger la loseta y la estructura y 
para promover un drenaje perimetral eficiente. Los cubrejuntas pueden 
ser comunes de aluminio o de un producto anodizado más elaborado 
específico para colocar losetas.

1 2

3 4

Prepare el UZIN RR 185 Coloque la membrana desacoplable floja con 
los pedestales hacia abajo orientados hacia el sustrato. Recorte de 
forma adecuada dejando un espacio de 3/32" – 1/8" (2 – 3 mm) entre las 
láminas, los cubrejuntas y los puntos de terminación.

Antes de aplicar UZIN BST 150, limpie la superficie adyacente a las 
juntas para eliminar la suciedad. El removedor de adhesivo UZIN Clean 
Box facilita la eliminación y no deja residuos que puedan manchar la 
superficie terminada.

Aplique UZIN BST 150 sobre todas las juntas del UZIN RR 185, sobre 
cubrejuntas metálicos, listones con chaflán y molduras verticales para 
garantizar que la superficie esté bien sellada. Permita una superposición 
mínima de 2" (50 mm) en contacto con el UZIN RR 185. Si no resulta 
posible o práctico impermeabilizar UZIN BST 150 de 3" (75 mm) arriba 
del revestimiento, recomendamos finalizar el montaje con sellador.



Substrate Preparation:
Substrates must be load-bearing, fl at and structurally sound. Vacuum 
or sweep away all dust and debris. All substrates must be fl at with a 
maximum variance of 1/4" in 10' (6 mm in 3 m) from the required plane 
per TCNA or TTMAC guidelines or as recommended by the tile or stone 
manufacturer (default to the most stringent requirement). Should pre-
leveling or subfl oor repair be required, use one of the materials listed 
below, as appropriate. Observe the instructions and dry times in the 
relevant UZIN product data sheets. 

Select a suitable primer and leveling compound from the UZIN Product 
Guide according to substrate surface type and condition or seek technical 
assistance. 

It is always recommended to test for moisture content of the existing 
substrate to ensure that it meets the fl oor covering manufacturer’s 
requirements. Refer to the Product Data Sheets for other products used.

Application:
1. Installing the UZIN RR 185: Prior to installation, allow UZIN RR 185

underlayment and fi nished surface covering to acclimate in the 
intended install area for 24 – 48 hours. Perform necessary layout of 
the underlayment and fi nished surface covering. Lay out the UZIN RR 
185 parallel with the proposed direction of the new covering but with 
joints off-set a minimum of 2”(50 cm). Existing coverings must be fully 
secured and free from maintenance materials. Limit butt-joints as 
necessary. When cutting UZIN RR 185, always use a hook blade.

2.  When trimming UZIN RR 185 be sure not to cut through or damage 
material below. Leave a gap of at least 1/8" (3 mm) against all fi xtures 
and walls including cabinets, door jambs and transitions to other 
fl oor coverings. At junctions between multiple rooms and hallways a 
suitable transition trim must be installed to separate the underlay to 
allow movement on both sides of the area.

3.  Factory salvage edges may be positioned together neatly without 
compression or gaps. Seams requiring trimming can be overlapped 1"- 
2" (25 – 50mm) and double cut using a straight edge. The use of tape 
on the seams of UZIN RR 185 is not required for full spread adhesive 
installations. When installing fl oating fl oor coverings (e.g. laminate 
plank or similar) over UZIN RR 185, suitable single sided adhesive tape 
must be applied over seams. Double cutting of all factory edge seams 
and butt-joints when installing thin or light sensitive fl oor coverings 
will improve but not eliminate the possible telegraphing of the seams 
of UZIN RR 185 through the fl oor covering after installation.

4. The installation of top fl oor covering can be started. During installation 
of fl oor covering be careful not to damage UZIN RR 185 (e.g. when 
cutting seams). Any stresses in the surface covering should be 
neutralized by back-rolling. This should include back rolling along 
material length edges to neutralize the potential for material lifting.
Lay out the top covering. When installing fi nished fl oor covering a gap 
of at least 1/8" (3 mm) must be maintained against all fi xtures and 
walls including other fl oor covering transitions.

5. Bonding the surface covering: UZIN RR 185 underlayment is non-
absorbent, therefore, the correct adhesive selection is important. 
The recommended system product for use with UZIN RR 185 is UZIN 
KE 2000 S universal fl ooring adhesive. UZIN KE 2000 S can be used to 
install the majority of fi nish fl oor coverings currently available. When 
using different manufacturers plasticizer resistant adhesives for use 
over nonporous substrates other than UZIN KE 2000 S, their suitability 
must be confi rmed in advance by the manufacturer prior to use. UZIN 
RR 185 is a fl oating system it is important when applying adhesive 
not to attach UZIN RR 185 to walls, subfl oor and fi xtures. Installation 
of the new fl oor covering onto the underlay is carried out according 
to normal trade practice for “fl oor covering work”. Uniformly apply 
UZIN KE 2000 S acrylic adhesive with recommended trowel size. Allow 
adhesive to set 24 – 72 hours before placing into service. 

UZIN RR 185

  For detailed information regarding the installation of UZIN RR 185 and 
the application of UZIN KE 2000 S refer to the detailed installation 
instructions which are available to view online at: www.uzin.us.

Important Notes:
3  Store rolls upright and protect sides from impact damage. Avoid materials 

exposure to heat, harsh chemicals or moisture, prior to installation. Improper 
storage, handling and acclimatization of underlayment, may lead to visual 
surface irregularities being apparent in fi nished works. Always check for receipt 
of good condition UZIN RR 185 rolls, prior to their installation.

3  Optimum working conditions are 18 – 25 °C / 64 – 77 °F, fl oor temperature above 
15 °C / 59 °F, relative humidity below 75 %. Low temperatures and high humidity 
lengthen, high temperatures and low humidity shorten the fl ash, working and 
drying times of the adhesive used.

3  On wooden fl oors, and substrates with high residual humidity, ensure adequate 
ventilation at the junction with walls. When installing UZIN RR 185 over 
concrete and wood substrates with high residual humidity, it is imperative that 
the 1/8” gap not only be maintained but remain properly ventilated. This 1/8” 
gap must be left free of obstruction (e.g. install vented base moulding).

3  Do not mechanically fasten wood fl ooring through UZIN RR 185 underlay.  
Regarding fl oating fl ooring systems, carefully follow all fl ooring manufacturer’s 
recommendations for the installation.

3  UZIN RR 185 is not designed for heavy rolling loads eg. fork lifts, pallet jacks, 
hospital beds etc. Damage caused to installed fi nish fl oor coverings by 
high / spiked heels, improper protectors, castors, furniture rests etc. are not 
the responsibility of UZIN (a brand of Uzin Utz North America, Inc.). Finish 
fl oor coverings warranty responsibilites rest with either the fl oor covering 
manufacturer or surface goods protector manufacturer.

3  The installation of UZIN RR 185 does not warranty against moisture issues 
related to hydrostatic pressure, fl ooding, spills of liquids on the UZIN RR 185 
(or overlying fl ooring product), or other conditions that may cause moisture to 
be above.

3  UZIN (a brand of Uzin Utz North America, Inc.) does not warranty against fi re, 
fl ood or any suggested similiarly related ‘act of God’ circumstances that may 
cause movement of the subfl oor / substrate, fl oor, or relate to structural defects 
of the building, and / or, premises.

3  DO NOT install broadloom carpeting requiring a crab strecher, nailing or heavy 
knee kicking to align seams.

3  The dimensional stability of fl ooring products installed over RR 185 is not the 
responsibility of UZIN. At junctions between multiple rooms and hallways, 
a suitable transition trim must be installed to separate the underlay to allow 
movement on both sides of the area.

3  Linoleum sheet, tile and composition linoleum products (with bonded underlay) 
cannot be installed on UZIN RR 185.

3  For future fl ooring renovations, UZIN RR 185 must be removed with attached 
fl oor covering and cannot be reused.

3  Depending on installation area lighting, telegraphing of UZIN RR 185 seams may 
be visible.

3  Heavy duty fl oor rollers can be used in conjunction with the installation 
of applicable fl oor coverings over UZIN RR 185. Floor roller weight must not 
exceed 100 lb.

3  Not suitable for use on underfl oor heating systems.

3  Not suitable for use over textile fl oor coverings or similar soft surfaces (e.g. 
carpet pad).

3  UZIN RR 185 is not suitable for receiving rubber sheet or rubber tile fl oor 
coverings.

Protection of the Workplace and the Environment:
No special measures are required. Refer to the notes on protection of the workplace 
and the environment in the UZIN Product Data Sheets for other installation 
materials used.

Disposal:
All product off-cuts can be treated as normal construction waste.
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madera. Esta situación resultante puede representar riesgo de fugas y/o 
de seguridad y el propietario debe participar en estas decisiones. UZIN 
no se responsabiliza por problemas relacionados con las instalaciones 
de barandillas.

Notas importantes:
Para aplicaciones sobre espacios habitables, cubiertas y lo que se 
considera “techo”, antes de colocar losetas consulte los códigos 
estructurales y de impermeabilización locales que definen los requisitos 
adecuados. En función de las circunstancias, puede requerirse la consulta 
con un profesional experto en estructuras y/o cerramientos exteriores. 
BalkuSlim® es resistente al agua, pero no se considera una “membrana 
para techos”. 

Asegúrese de que la superficie receptora de la loseta o piedra sea 
estructuralmente sólida y esté dentro de las tolerancias de desviación 
de la industria. Los sustratos de madera contrachapada deben ser de 
doble capa de 1¼" (32 mm) de espesor mínimo (puede utilizarse madera 
tratada a presión o PWF).

Antes de comenzar el montaje de UZIN RR 185, asegúrese de que 
la superficie sea lisa en el plano. Si es necesario corregir el sustrato, 
comuníquese con el departamento técnico de UZIN para obtener 
recomendaciones. 

UZIN TR 400 es el mortero de montaje para loseta o piedra 
recomendado para adherir a UZIN RR 185.  El uso de morteros que no 
sean el UZIN TR 400 puede causar fallas en el montaje y anulará la 
garantía de todos los fabricantes. 

Las condiciones de aplicación óptimas son de 60 – 77 °F (16 – 25 °C), con 
una humedad relativa por debajo del 65 %. Las bajas temperaturas, la 
humedad elevada y mayores espesores de material retrasan el secado. 
Las altas temperaturas y la baja humedad aceleran el fraguado. En 
verano, almacene en un lugar fresco.

UZIN RR 185 es una membrana y no se recomienda dejarla expuesta.
Si bien el tránsito peatonal ligero durante el montaje de losetas es 
aceptable, se debe asegurar la protección contra la abrasión, las cargas 
puntuales y los daños de la superficie. Se recomienda colocar las losetas 
durante los 7 días posteriores al montaje de la membrana.

UZIN BalkuSlim® solo se recomienda para tránsito peatonal y comercial 
ligero. Proceder con precaución en caso de cargas pesadas puntuales y 
rodantes.

Para obtener asesoramiento técnico asociado a este producto y a 
las condiciones en el lugar de trabajo, póngase en contacto con el 
departamento de servicio técnico de UZIN llamando al siguiente 
número: 1-866-505-4810. Estamos dispuestos a ayudarle para que 
obtenga el mejor resultado posible en su trabajo.

Todas las losetas y piedras se montarán de estricta conformidad con 
la especificación ANSI A108.5, y las normas NTCA (EE.UU.) y TTMAC 
(Canadá). En caso de no estar familiarizado con las recomendaciones de 
la industria, póngase en contacto con estas organizaciones. No respetar 
las normas de la industria puede provocar fallas en las losetas y piedras 
y la nulidad de las garantías del fabricante. 

Protección del medio ambiente en el lugar de trabajo:
Donde resulte práctico y, para las mejores prácticas, se recomienda 
proteger o colgar toldos alrededor del sitio de montaje para proporcionar 
condiciones de trabajo óptimas.  Es imperativo proteger el revestimiento 
de piso definitivo final de los elementos climáticos externos (es decir, 
lluvia, nieve, aguanieve, humedad) antes de aplicar la lechada.

Lista de verificación previa al montaje:

Superficie:
Sin desniveles, resistente a las hendiduras e inclinada al menos un 2 %. 
Estructuralmente sólida para recibir el respectivo conjunto de losetas, 
incluido el peso.

Madera contrachapada:
Doble capa, mínimo 1 1/4" (32 mm) con viguetas de 16" (400 mm) OC. 
L/360 para loseta y L/720 para piedra natural.

Desviación:
L/360 para loseta y L/720 para piedra natural.

Materiales de montaje UZIN:
Membrana desacoplable UZIN 185, mortero UZIN TR 400, UZIN BST 
150, UZIN Clean Box.

Lechada:
Lechada UZIN XtraColor. Alternativamente, para un mayor rendimiento 
de uretano para uso exterior o lechada epoxi.   

Sellador de loseta y lechada:
No es obligatorio, pero es óptimo para rellenar microporos en losetas, así 
como en lechada cementicia. En su caso, UZIN recomienda un sellador 
penetrante a base de solvente no inflamable de alto rendimiento.

Juntas de movimiento:
Consulte TCNA EJ 171 o TTMAC 301MJ para obtener recomendaciones 
completas sobre la varilla de respaldo y detalles del sellador. Prevea 
juntas de movimiento de conformidad con el TCNA, detalle EJ171 (USA) 
o TTMAC detalle 301MJ (Canadá). Estas son críticas para el movimiento 
del conjunto de losetas y el rendimiento a largo plazo. No se recomienda 
el uso de molduras de juntas de control prefabricadas debido a la falta 
de alivio expansivo. Use solo varillas de respaldo y calafateo.

Cubrejuntas perimetrales:
Donde se los requiera para superposiciones estructurales.

Molduras para losetas perimetrales:
Recomendadas para la terminación de losetas en el perímetro, para 
evitar bordes de aspecto desagradable.

Drenajes o canaletas moldeadas perimetrales:
Donde sean necesarios para dirigir el agua de la cubierta de drenaje en 
consecuencia.

Loseta o piedra:
Recomendadas para condiciones exteriores, incluida la geografía. 
Antideslizantes y resistentes a la congelación/descongelación donde sea 
necesario. Consejo: las losetas y piedras de colores más claros absorben 
y retienen menos calor. Esto no solo es práctico para caminar descalzo, 
sino que reduce además significativamente el movimiento térmico y la 
ganancia de calor en el conjunto. Muchos fabricantes proporcionan un 
índice de reflexión solar para sus losetas.

Barandillas de decks:
Siempre que sea posible, recomendamos instalar las barandillas en la 
faja para evitar romper la membrana, minimizar los cortes y permitir 
un ajuste y acabado superiores. El uso de barandillas montadas en la 
faja también puede ser código de construcción en algunas regiones. Si 
el montaje en la faja no es posible o práctico, se recomienda el uso de 
una junta y sellador debajo de la barandilla.  Alternativamente, finalice 
UZIN BalkuSlim® en la base de la barandilla. Tenga en cuenta que el 
montaje en la superficie puede ser una fuente de penetración de agua 
que puede incluir la putrefacción en los ensambles de los bastidores de 

UZIN BalkuSlim®


